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2 PERSONNEL REQUIRED

There is a Product Tracking Number in the inner side of the carton(see below diagram). For better 
and efficient after-sales in the future, when tear down the carton box, please take a photo of the 
Tracking Number and save the photo.

Connecting bar & brush are in the cavity of the beam.

Keep clothing and body parts clear of the 
pergola to avoid them becoming caught in the 

moving parts.

Keep items off the louvers.
It is not allowed to hang objects on the pergola, 

as it may result in serious damage.

To prevent damage to the louvers' drive, do not 
operate the roof mechanism in the presence of 

frost or ice.

Before making any modifications to the design 
or configuration of the equipment, consult the 
manufacturer or an authorized representative.

Keep children away from the fixed controls and 
ensure remote controls are out of their reach.

The warranty will be voided, and the operating 
mechanism may be damaged if non-original 

branded accessories are installed.

We guarantee the resistance of the pergola for 
winds up to 80'km/h

We guarantee the resistance of the pergola for  a 
maximum snowweight of 50kg/m2

Please keep the drainage holes of the column clean 
by brushing them regularly with a soft brush.
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Plane size

Pergola Size 4X6
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Spare Part List 4X6

No. Diagram QTY

QO
6mm

24

QO-1 6mm 12

QO-2 12

QO-3 12

EO-1 2

RO 36

SO 76

XO-2
6×20 4mm

38

XO-3
6×16 4mm

4

No. Diagram QTY

NO 2

OO-1 2

OO-2 2

PO 2

UO
lock nut

38

UO-1
plastic nut

38

VO 114

WO-1
5×19 8mm

6

YO
6×45

     
4mm

6

No. Profile Diagram Size QTY

AO 136X136
L=2550mm 2

AO-3 136X136
L=2550mm

1

CARTON 1/9

No. Diagram QTY

IO 3

JO 3

No. Diagram QTY

TO
10×80

12

XO-1    
6×35 4mm

12
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4X6

No. Profile Diagram Size QTY

AO-2 136X136
L=2550mm

2

AO-3 136X136
L=2550mm

1

Spare Part List

No. Diagram QTY

ZO-1
4mm

1

ZO-2
4mm

1

ZO-3
6mm

1

ZO-4
6mm

1

ZO-5
10mm

1

ZO-6
PH2

1

ZO-7
8mm

1

CARTON 2/9

No. Diagram QTY

KO 2

LO 36

LO-1 38

MO 74

MO-1 74

UO
lock nut

74

VO 74

XO
6×40 4mm

74

WO
PH24×16

152

No. Diagram QTY

IO 3

JO 3

No. Diagram QTY

TO
10×80

12

XO-1    
6×35 4mm

12
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CARTON 3/9

No. Profile Diagram Size QTY

CO-3 95X195
L=3809mm 2

EO 75X110
L=3770mm 1

FO 27X8
L=2744mm

2

HO L=1300mm 2

CARTON 6/9

No. Profile Diagram Size QTY

GO 166X38
L=3770mm 8

CARTON 5/9

No. Profile Diagram Size QTY

GO 166X38
L=3770mm 8

Spare Part List 4X6

CARTON 4/9

No. Profile Diagram Size QTY

BO-3 95X195
L=2894mm 2

BO-4 95X195
L=2894mm 2

CARTON 7/9

No. Profile Diagram Size QTY

GO 166X38
L=3770mm 8
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Spare Part List 4X6

CARTON 8/9

CARTON 9/9

No. Profile Diagram Size QTY

GO 166X38
L=3770mm 7

No. Profile Diagram Size QTY

GO 166X38
L=3770mm 7

Before proceeding with the assembly of your louvered pergola, it is necessary to check that all parts 
listed are supplied and not damaged.
Any missing part must be reported within 10 days of delivery.
Do not discard the packaging without ensuring that the product is functioning properly.
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4X6 ASSEMBLY GUIDELINES

Attention: 
Please note that the outlet on the skirt should be in the front position for the front side, while for the rear side, the outlet is a 
mirror image of the front face.

AO-2

FOGO

CO-3

CO-3

BO-3

BO-4

KO

HO

HO
AO-2

AO

AO-3

AO-3
AO
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ASSEMBLY GUIDELINES

KO 2

LO 36

LO-1 38

MO 74

MO-1 74

XO
6×40 4mm 74

UO
lock nut

74

VO 74

MO-1

MO-1

XO

XO

VO

VO

MO

MO

ZO-5

ZO-5

UO

UO

LO

LO

ZO-2

ZO-2

ZO-1
4mm

ZO-2
4mm

ZO-5
10mm

X36

X38

4X6

The illustration uses a manual wrench, which can be replaced with an electric P-tip.

Attention: 
Install the spindles for the cover on two ends of the louvres. 
Note: To avoid any broken of the plastic parts(MO), when use the pistol drill, please reduce the twisting force of it .
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ASSEMBLY GUIDELINES4X6

X36

X2

GO 38 ZO-6
PH2

WO
PH24×16

152

KO

LO

LO-1

LO-1

GO

GO

GO

GO GO

GO

LO-1

LO-1

KO

LO

WO

WO

WO

WO

ZO-6

ZO-6

ZO-6

ZO-6

Install the louver cover on both sides of the installed louvres and the spindle louver cover on both sides of the louvres.
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ASSEMBLY GUIDELINES

Install the post skirt first, put the notch of the  post skirt against the notch of the post, and then install the base plate to fix it to 
the bottom surface of the post.

AO

AO-2

AO-3

IO

IO

ZO-2

ZO-1

XO-1

JO

IO

IO

JO

JO

JO

Attention: 
Please fasten the screw by hand after installing these screws.

AO 2

AO-2 2

AO-3 2

IO 6

JO 6

XO-1 6×35 4mm 24 ZO-1
4mm

ZO-2
4mm

4X6
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ASSEMBLY GUIDELINES4X6

CO-3 2 QO
6mm

8

QO-1
6mm

4

QO-2 4

QO-3 4

ZO-3
6mm

ZO-4
6mm

AO

AO-2

AO

AO-2

CO-3

CO-3

CO-3
ZO-4

ZO-3QO-1

QO-2

QO-2

QO

Placing the post flat on the ground,complete the installation of the side beams.

QO-1
QO-2 QO-3

Attention: 
Please fasten the screw by hand after installing these screws.
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ASSEMBLY GUIDELINES

QO
6mm

16

QO-1
6mm

8

QO-2 8

QO-3 8

BO-3 2

BO-4 2

ZO-3
6mm

ZO-4
6mm

Put up the completed side beams and then install the main beams at each end.

BO-4 BO-4

BO-3

BO-3

AO-3

AO-2

AO

AO-3

QO

QO-2

QO-2

QO-1

QO-1

QO-3

QO-3

ZO-4

ZO-3QO

ZO-4

4X6

Attention: 
Please fasten the screw by hand after installing these screws.
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ASSEMBLY GUIDELINES4X6

2791

2791

3706 46
44

6818
6818

6818

681846
443706 2791

2791

12MM

M17

TO

TO
10×80

24

10
0m

m

80
m

m

1. Check the dimensions as shown in the diagram.
2. Use a spirit level to ensure that all beams are level and that the posts are at a 90° angle to the ground.
3. Check the vertical alignment of the posts.
4. Adjust the lower edge of the columns according to the dimensions in the diagram.
5. Use a 12 mm hammer drill to drill the holes, then insert the expansion bolts and tighten them with an M17 wrench.
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4X6 ASSEMBLY GUIDELINES

EO-1EO-1

EO

X1

EO 1 ZO-1
4mm

ZO-7
8mm

EO-1 2

WO-1
5×19 8mm

6

EO
EO

EO-1
EO-1

WO-1

ZO-7

Installation of connectors on both sides of the intermediate beam

WO-1

ZO-7
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4X6 ASSEMBLY GUIDELINES

Put up the completed side beams and then install the main beams at each end.

BO-4 EO

EO

AO-2
AO-2

AO
AO-3

AO-3

AO

EO

EO

EO EO

EO-1

EO-1

BO-3 BO-4

XO-3

ZO-2 ZO-2

XO-3

BO-3

BO-3

Attention: 
Installation of connectors on both sides of the intermediate beam

ZO-2
4mm

XO-3
6×16 4mm

4
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ASSEMBLY GUIDELINES4X6

KOLO-1

BO-4 BO-3

LO-1

GO

Install the louvres with spindles first, placing one side completely into the hole cut in the beam and then the other end.

KO

GO

BO-3

LO-1

LO-1
LO-1

LO-1

KO

KO

KO

KO

GO

GO

GO

GO

BO-4
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4X6 ASSEMBLY GUIDELINES

SO 76

Put in the other louvers and seal the end caps

BO-3 BO-4

SOSO

GO

LO

LO-1
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ASSEMBLY GUIDELINES4X6

KO
OO-1

NO

YO

OO-2

PO

ZO-1
4mm

ZO-2
4mm

OO-1 2

OO-2 2

PO 2

NO 2

YO
6×45 4mm 6

Locate the openings on the outside of the main beam and attach the holes of the connectors to the spindle, then install the 
plastic case and gearbox.

OO-2
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4X6 ASSEMBLY GUIDELINES

6818

681846
443706 2791

2791

FO 2 UO
lock nut

38

VO 114

UO-1
plastic  nut

38

XO-2
6×20 4mm

38 ZO-1
4mm

ZO-2
4mm

ZO-5
10mm

FO

Complete the connection of the connecting rod: 
1.  After assembling the metal locknut "UO" the "X0-2" screw must have a remaining thread protrusion of 2 mm.
2.  The "X0-2" screw should remain movable after the full installation of the drive rail "FO."
3.  Test the freedom of movement using the Allen key "ZO-1.

2mm
VO

XO-2

ZO-1

UO-1

UO-1

FO

VO

UO

X2 X2VO

XO-2

VO
UO
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ASSEMBLY GUIDELINES4X6

RO

RO 36

1. Install the crank as the diagram shows, and then rotate the crank to check the opening and closing of louvres.
2. Cover the end caps on the beam.
3. Before completing the installation, a function test of the slats is recommended. This helps to identify any damage that may not 
be visible to the naked eye.
4. Close the slats and ensure that they slide smoothly into each other. There should be no contact, misalignment, or scraping 
noises between the slats.

HO 2

HO

HO

HO





ASSEMBLY GUIDELINES


